
Services
you can trust

Gulf can offer you more than just leading lubricant technology.
Additional services can support you in running your
manufacturing operations. We can provide technical training
for your maintenance team, lubricant surveys and schedules,
and advise on environmental aspects of lubricant usage.
In the event of a performance issue, Gulf can provide analysis
of used oil samples to try and identify the cause.

If you have any questions about lubrication, please speak
with your Gulf contact.

At Gulf, we have dedicated ourselves to working with each
of our customers to understand their needs, solve their
operational issues and build a long-term relationship based
on trust and performance.

Whatever the nature and extent of your industrial business,
you can depend on us to create and recommend the right
solutions at the right time.
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Reliability to meet
all your industrial needs



A Partner
you can rely on

With Gulf you get the benefit of
more than 100 years global experience
and technical innovation.

With operations in over 100 countries, Gulf remains
committed to customer service with a variety of
lubrication solutions tested and proven to give the best
performance in a wide range of industrial applications.

Our values are at the heart of everything we do, and
it’s our passion and commitment to our customers
that really sets us apart – offering the personal attention
that is sometimes lacking in other large organisations.

We understand the operational demands of your industrial
business and, whatever your needs, we can respond quickly
with solutions to make your business more efficient and
profitable. Our priority is to work with you to achieve the best
possible performance from your machinery and equipment
and ensure it is well protected and works efficiently – across
a range of industrial manufacturing operations.

Gulf’s expertise has evolved by recognising new
technology needs from leading equipment and component
manufacturers, environmental legislation demands and
years of working with industrial customers to understand
the needs of their business.

Combining this knowledge, we aim to help the continued
success and profitability of your business: whether you
are looking for increased performance, enhanced wear
protection, improved reliability, prolonged equipment life
or better overall cost effectiveness, we can offer a solution.

We recognise the complexity of all your industrial needs
and are committed to resolving your key business
requirements by offering products for diverse industrial
applications. We aim to help you protect your machinery,
minimise unscheduled downtime and optimise your
productivity and profitability.

In all our activities, we work to rigorous health and safety
and environmental standards. We like to earn respect not
just for the quality of our industrial products, but also for
the responsible way we do business, in every country and
for every type of operation.

Greases
The Gulf Crown range of high quality,
multi-purpose lithium and lithium
complex extreme pressure greases
can be used in various industrial

applications, even within a very high
temperature range. Gulf Crown
products offer excellent protection
and load carrying capacity, making

them suitable for various types
of bearing applications,
including heavy load conditions
and wet environments.

PRODUCTS

Gulf Crown eP
0, 1, 2, 3

Gulf Crown LC

2, 3

Gulf Crown HT
2

Gulf Crown CS
2

Gulflex eP 
2

DeSCRIPTIOn

A high quality multi-purpose
EP lithium thickened
lubricating grease for use
in a wide range of industrial
applications and equipment.

A high quality multi-purpose
lithium complex thickened 
lubricating EP grease for use 
in various industrial
applications within a very
wide temperature range and 
under heavy load conditions.

Gulf High Temperature 
Grease are non-melting, 
clay thickened grease 
specifically for extremely 
high temperature working 
condition. 
Recommended for general 
industrial applications 
requiring a grease that 
doesn’t melt where 
continuous high temperature 
or intermittent very high 
temperature are experienced

Gulf Crown CS is 
multipurpose calcium 
sulfonate complex soap 
base grease for use in 
a wide range of marine, 
industrial and automotive. 
Recommended for heavy 
duty equipment used in 
marine, off-shore, cement, 
mining/quarrying, agriculture 
& forestry/logging, off 
highway and other industrial 
as well as automotive 
applications under severe 
conditions.
General lubrication of axle, 
ball joints, universal joints, 
coupling, PTO, king pins, 
bushings and disc brake, 
wire ropes and open gears.

Gulflex EP is a premium 
extreme pressure lithium 
complex soap grease made 
of high viscosity base oil and 
fortified with Molybdenum 
Disulfide.
It is recommended for al 
industrial applications when 
equipment manufacture 
recommend a heavy duty, 
moly grease of NLGI2.

beneFITS

¡ Multi-purpose extreme pressure 
grease;Good protection

¡ Suitable for heavily loaded bearings and 
wet environments

¡ Suitable for wide range of plain and 
rolling bearings.

¡ Excellent for use within a wide 
temperature range

¡ Enhanced performance in vibrating 
housings

¡ Prolongs re-lubrication intervals; Good 
protection

¡ For various bearing applications, 
including heavy load conditions.

¡ It maintains an effective lubrication at 
high temperature due to it’s non melting 
thickener.

¡ To prevent grease loss and minimize 
chances of bearing failure at high 
temperature.

¡ Can be used at temperature u to 175O C 
for normal service and up to 260O C with 
very frequent relubrication.

¡ Outstanding protection against corrosion

¡ Excellent resistance to water washout

¡ Superior adhesion to surface

¡ Excellent load bearing characteristics

¡ Long term storage stability resulting in 
extended re-greasing intervals.

¡ Very high drop point min 310O C

¡ To provide a very long service life and 
requiring prolong re-lubrication intervals.

¡ Being made of high viscosity base oil 
is suitable for used in heavily loaded 
rolling bearings.

¡ It’s provides efficient lubrication in shock 
and sliding applications.

¡ it may be safety used in operating of 
150O  to 160O C

SPeCIFICATIOnS

NLGI 0, 1, 2, 3 ASTM D4950 GB-
LB | ISO-L-XCCFB2 |

NLGI 2, 3 DIN 51502: K2R-10 |
ISO 6743-9 | ISO-L-XAFEA2 |
DIN 51502 K3RO | ISO 6743-9 
L-XAFE | ASTM D4950 GC-I

NLGI 2
IS 12790: 1989 Grade ASTM
D4950 GC-LB ISO 6743-9 L-XB G 
DIN 51502 KPF25

NLGI 2
ASTM D4950 GC-LB ISO 6743-9 
L-XB F DIN 51502 KP2R-2

NLGI 2 
DIN 51502: MPF2K-25 |
ISO 6743-9 L-XBC ASTM D4950 
GC-LB



Also available: Various specialist lubricants, metalworking products, surface treatment and machine tool lubricants.

Refrigeration Oils
The Gulf Eskimo series of high
performance naphthenic and
alkyl-benzene based refrigeration
compressor oils are specially designed
for use in a wide range of fluorocarbon
and non-hydroflurocarbon industrial

refrigeration systems, and meet
the stringent requirements of major
refrigeration compressor manufacturers.
Gulf Eskimo products offer excellent
protection and control deposit formation,
improving heat transfer, oil life,

equipment reliability and efficiency;
ensuring the smooth operation of your
equipment even at very high and low
operating temperatures.

PRODUCTS
 

Gulf eskimo
32, 46, 68

Gulf eskimo Ab
68

DeSCRIPTIOn
 
High performance
naphthenic refrigeration
compressor oils for large
industrial reciprocating
and rotary refrigeration
compressors.

Premium quality synthetic
alky-benzene based
refrigeration compressor
oils suitable for use in a
wide range of fluorocarbon
refrigerants operating
under very high or
low temperatures.

beneFITS

¡ Improved heat transfer; Longer oil life

¡ Enhances equipment reliability and 
efficiency

¡ Smoother operation at low operating 
temperatures

¡ Improved valve performance; Reduced 
maintenance costs

¡ Good protection resulting in longer 
equipment life

¡ Reduced potential for fires and 
explosions

¡ Compatible with materials used in the 
entire refrigeration system.

¡ Longer oil and equipment life

¡ Excellent performance under very high 
or low temperatures

¡ Helps prevent wax precipitation, blocked 
valves and heat transfer surfaces.

SPeCIFICATIOnS
 
DIN 51503 KAA, KC, KE |
ISO 6743-3:2003 L-DRA,
L-DRE, L-DRG

DIN 51503-1 KAA, KC | ISO 6743-
3B | ISO-L-DRB

Turbine Oils
The Gulf Crest series of premium quality
turbines oils are specially designed 
to satisfy the demanding lubrication 
requirements of geared and non-geared 
steam turbines, water, gas turbines and 

combined cycle gas turbines (CCGT).
Gulf Crest products provide outstanding
performance and equipment protection,
resulting in longer oil and component
life. These high quality oils also offer

you reliable operation, reduced downtime
and extended service life, even
when operating at high temperatures,
leading to reduced maintenance costs
and trouble-free operations.

PRODUCTS
 

Gulf Crest
32, 46, 68

Gulf Crest eP
32, 46, 68

DeSCRIPTIOn
 
Premium quality turbine oils
for the demanding lubrication
requirements of steam, water
and non-geared gas turbines.

Supreme performance
turbine oils for use in geared
and non-geared steam
turbines, gas turbines
and combined cycle
gas turbines (CCGT).

beneFITS

¡ Longer oil life; Easier removal of excess 
water

¡ Longer protection of critical system 
components

¡ Reduced pump cavitation leading to 
trouble-free operations.

¡ Longer oil life

¡ Excellent protection for geared turbines

¡ Easier removal of excess water

¡ Longer protection of critical system 
components

¡ Reduced pump cavitation leading to 
trouble-free operations.

SPeCIFICATIOnS
 
ASTM D 4304, Type I (non-EP) |
BS 489 | DIN 51515 Part 1 (TD) |
ISO 8086 TSA, TGA | GEK
32568E/F, 28143A, 46506e |
Siemens TLV 901304, TLV
901305, non-geared

ASTM D 4304, Type I (non-EP)
and Type II (EP) | BS 489 | DIN
51515 Part 1 (TD) and Part 2 (TG) 
| ISO 8086 TSE, TGE, TSA, TGA |
Alstom HTGD 90117 V 0001T |
GEK 32568E/F, 46506e,
28143A, 107395a, 101941A |
Siemens TLV 901304, TLV
901305, with/without gearbox

Hydraulic Oils
The Gulf Harmony series of high
performance, anti-wear hydraulic oils
have been developed for high pressure
hydraulic systems, operating under
moderate to severe conditions across
a wide range of industrial applications.

Gulf Harmony products protect,
lubricate and perform in the most
efficient and effective way to ensure
the smooth operation and long service
life of your hydraulic systems. Whether
you require zinc-free or high

viscosity index options, we have a
solution to meet your operational
needs, especially where the equipment
is operated in widely different
temperatures or subjected to high
pressures and loads.

PRODUCTS
 

Gulf Harmony AW 
Plus 32, 46,
68, 100

Gulf Harmony ZF
32, 46, 68

Gulf Harmony HVI
32, 46, 68

DeSCRIPTIOn
 
Premium quality anti-wear
hydraulic oils for the most
demanding modern hydraulic
systems in industrial
and mobile applications,
subjected to high pressures
and loads.

High performance ashless,
zinc-free, anti-wear hydraulic
oils suitable for industrial
and mobile applications
operating under moderate to
severe conditions.

Premium range of high
viscosity index hydraulic oils
for a wide range of ambient
and operating temperatures
and severe applications.

beneFITS

¡ Longer pump and component life; 
Reduced maintenance costs

¡ Improved pump and valve performance

¡ Allows extension of oil and filter change 
intervals

¡ Excellent protection, even in the 
presence of moisture

¡ Reduced pump cavitation leading to 
trouble-free operations

¡ Compatible with multi-metals and 
sealing materials.

¡ Longer oil life; Longer pump and 
component life

¡ Reduced maintenance costs

¡ Excellent protection, even in the 
presence of moisture

¡ Reduces environmental impact in case 
of spillage

¡ Reduced pump cavitation leading to 
trouble-free operations

¡ Compatible with multi-metals and 
sealing materials.

¡ Excellent protection at cold start-up and 
high temperatures

¡ Longer oil life; Longer component life 

¡ Reduced maintenance costs

¡ Excellent protection, even in the 
presence of moisture

¡ Reduced pump cavitation leading to 
trouble-free operations

¡ Compatible with multi-metals and 
sealing materials.

SPeCIFICATIOnS
 
DIN 51524/2 HLP |
AFNOR NFE 48-603 HM |
Parker Denison HF-0, HF-1,
HF-2 | Eaton (Vickers)
M-2950-S | M-2952-S | I-286-S |
Bosch Rexroth 07 075 for vane,
piston and gear pumps | Sauer
Danfoss 520L0463 | MAG IAS |
LLC (Cincinnati Machine)

DIN 51524/2 HLP |
AFNOR NFE 48-603 HM |
ISO 11158 HM | Parker
Denison HF-0, HF-1, HF-2 |
Fives Cincinnati | Eaton
(Vickers) M-2950-S | I-286-S

DIN 51524/3 HLVP |
AFNOR NFE 48-603 HV |
ISO 11158 HV | Denison
HF-0, HF-1, HF-2,
Eaton (Vickers) | M-2950-S |
M-2952-S | I-286-S, Bosch 
Rexroth piston and gear pump | 
Save



Industrial bearing and circulating oils
Gulf Security series are industrial 
bearing and circulating oils primarily 
intended for lubrication of circulating 

systems, total loss systems, low or 
moderately loaded enclosed gears 
and air compressors where a straight 

mineral oil is recommended.

PRODUCTS
 

Gulf Security
150,220,320

Gulf Security PMA
150,220,320

 

Gulf Security nT 
100

DeSCRIPTIOn
 
Gulf Security series are 
industrial bearing and 
circulating oils primarily 
intended for lubrication of 
circulating systems, total loss 
systems, low or moderately 
loaded enclosed gears and 
air compressors where 
a straight mineral oil is 
recommended.

Gulf Security PMA series are 
premium quality ashless oils 
specially developed to meet 
the lubrication requirements 
of both dry and wet ends of 
paper machines. The state-
of-the-art additive technology 
used in this oil resists 
oxidation, rust, corrosion, 
wear, emulsification and 
foam while providing 
excellent filterability and 
water separation.

Gulf Security NT 100 is 
a premium quality heavy 
duty circulating oil specially 
designed to meet the specific 
requirements of the Morgan 
Construction Company’s 
high speed No-Twist® Rod 
Mills. It is formulated from 
high quality base stocks and 
special additives to provide 
enhanced film strength & 
anti-wear performance and 
excellent protection against 
oxidative and thermal 
degradation. It has very 
good wettability and provides 
protection against rust and 
corrosion. It also possesses 
superior demulsibility 
characteristics

beneFITS

¡ Inherent resistance to oxidation 
minimises sludge & varnish formation 
and resists oil degradation

¡ High Viscosity Index ensures small 
changes of viscosity with change of 
temperature 

¡ Superior foam control avoids pump 
cavitation and maintains circulation 
efficiency 

¡ Good water separating capability 
promotes separation of water in 
reservoir and prevents it from 
recirculating with the oil

¡ Exceptional thermal and oxidative 
stability resists deposits and sludge 
formation and keeps systems clean  

¡ Excellent water separation 
characteristics 

¡ Excellent load-carrying capacity and 
wear resistance   

¡ Special rust and corrosion inhibitors 
protect multi-metallurgy components 
even in wet conditions 

¡ Excellent filterability enables use with 
fine filters 

¡ Provides resistance to degradation by 
process chemicals 

¡ Superior foam control and air release 
properties provide trouble-free 
performance 

¡ State-of-the-art ashless additive 
technology reduces environmental 
impact in case of accidental spillage

  

¡ Exceptional thermal and oxidative 
stability resists deposits and sludge 
formation to keep systems clean and 
also helps extend oil life.

¡ Superior anti- wear performance helps 
in protecting gears, bearings and other 
components. 

¡ Excellent demulsibility characteristics 
ensure rapid water separation. 

¡ Special rust and corrosion inhibitors 
protect multi-metallurgy components 
even under wet conditions. 

¡ Superior foam control and air release 
properties provide trouble-free 
performance. • Good filterability enables 
use with fine filters.

SPeCIFICATIOnS
 

Voith specification VN 108, 
October 2004 | SKF specification 
for dryer section of paper 
machines | Metso paper 
specification RAU4L00659.04, 
November 2001 | FAG FE8 | DIN 
51517 Part 3, January 2004

Morgan Construction Company’s 
“No-Twist® Rod Mill Lubricants 
Specification

Compressor Oils
The Gulf Fidelity range of advanced
ashless air compressor oils are
developed for use in rotary,
reciprocating and centrifugal
compressors and specially designed

to meet the stringent requirements of
major compressor manufacturers.
Gulf Fidelity products, with their
advanced additive technology, provide
excellent anti-wear protection and

lubrication of equipment working in
extreme temperatures and severe
operating conditions, leading to longer
oil and component life and reduced
maintenance costs.

PRODUCTS
 

Gulf Fidelity
32, 46, 68, 100, 150

Gulf Fidelity PA
46, 68, 100

DeSCRIPTIOn
 
High performance ashless 
air compressor oils suitable 
forboth reciprocating and 
rotary air compressors.

Advanced synthetic ashless
air compressor oils for rotary 
compressors of screw or
vane design, reciprocating
and centrifugal compressors 
working in extreme 
temperatures and severe 
operating conditions.

beneFITS

¡ Controls formation of sludge and varnish 
on valves and piston crowns

¡ Longer oil life; Enhances equipment 
reliability and efficiency

¡ Improved valve performance; 
Exceptional protection

¡ Reduced potential for fires and 
explosions; Longer equipment life

¡ Maintains efficiency; Improves life of 
coalescers

¡ Reduced maintenance costs.

¡ Longer oil and equipment life

¡ Reduced maintenance costs

¡ Excellent fluidity in wide operating 
temperature range

¡ Minimises oil filter blockages in wet 
conditions

¡ Low oil consumption and reduced top-
up rates; Excellent protection

¡ Compatible with mineral oils, seals and 
paints.

SPeCIFICATIOnS
 
DIN 51506 VDL

DIN 51506 VDL | ISO 6743-3 |

ISO-L-DAB | ISO-L-DAJ



Heat Transfer Oils
Gulf Therm series are premium quality 
heat transfer oil intended for use in 
closed indirect heating systems. It is 
formulated from high refined base stocks 
to provide excellent oxidation stability 

and resistance against thermal cracking. 
Gulf Therm Synthetic is a special fluid 
formulated for heat transfer system. 
Possesses high specific heat and 
thermal conductivity to provide more 

rapid heat dissipation and its ability to 
flow rapidly at low temperatures ensures 
quick cisculation at start-up and reduced 
risk of local over-heating.

PRODUCTS

Gulf Therm

Gulf Therm
Synthetic

Gulf Clean

DeSCRIPTIOn

Premium quality heat 
transfer oil. 

Synthetic Alkyl Benzene 
Heat Transfer Fluid.

Heat transfer fluid 
cleaner.

beneFITS

¡ Excellent thermal and oxidation stability 
mimimises deposit formation and 
viscosity increase leading to extended 
service life and reduced downtime.

¡ Exceptional resistance to thermal 
cracking and decomposition enables 
this oil to perform well up to a maximum 
bulk oil temperature of 315O C with 
minimal interference with heat transfer 
capability.

¡ High specific heat and thermal 
conductivity of this oil provides more 
rapid heat dissipation.

¡ Superior low temperature fluidity 
ensures quick circulation at start-up 
and reduced risk of local over-heating.

¡ No corrosive to aluminum, steel, 
copper, brass or bronze.

¡ Non-toxicity of this oil provides easy 
disposal of used oil.

¡ Excellent thermal and oxidation 
stability. Extremely low deposit 
formation property and viscosity 
increase that lead to extended service 
life and reduced downtime.

¡ Exceptional resistance to thermal 
cracking and decomposition enables 
this oil to perform well up to a maximum 
bulk oil temperature of 315O C with 
minimal interference with heat transfer 
capability.

¡ High specific heat and thermal 
conductivity of this oil provides more 
rapid heat dissipation.

¡ Superior low temperature fluidity 
ensures quick circulation at start-up 
and reduced risk of local over-heating.

¡ No corrosive to aluminum, steel, 
copper, brass or bronze.

¡ Non-toxicity of this oil provides easy 
disposal of used oil.

¡ Gulf Clean has high detergency and 
depressiveness level ensuring on 
efficient cleanintig of the heat transfer 
circuit.

¡ Gulf Clean is completely muscible with 
all minerals based heat transfer oils 
and synthetic alkyl benzene- base heat 
transfer oils.

SPeCIFICATIOnS

Viscosity @ 400C, cst: 30 | 
Closed, indirect heating and 
cooling system equipped with 
expansion tanks in all kinds of 
industrial processes operating 
at bulk oil temperature up to 
315O C | Open heating systems 
provided that the bulk oil 
temperature does not exceed 
180O C

Viscosity@40 C, cSt : 20 | 
Limiting Temperature in Mass 
without air contact , C : 300 – 
315 | Limiting Temperature Oil 
Film without air Contact, C : 
360 | Closed, indirect heating 
and cooling system equipped 
with expansion tanks in all 
kinds of industrial processes 
operating at bulk oil temperature 
up to 315O C | Open heating 
systems provided that the bulk 
oil temperature does not exceed 
180O C | Production of Steam 
and hot Water | Heating by heat 
exchange  counter-current heat 
exchanger) | Recommended for 
all types of closed heat transfer 
systems (piping, pumps, etc.) 
| Heating of treatment baths, 
autoclaves, reaction vessels, 
furnaces, dies, tunnel dryers, 
injection moulding machines, 
etc. | Manufacaturing process 
( cement works, paper mills, 
timber industry, etc)
Operating temperature limit from 
-10 to + 350O C

¡ For cleaning heat transfer oil 
system 

¡ Add 5% minimum of Gulf 
Clean in the circuit 24 to 
48  hours before oil change 
while maintaining the fluid 
circulation at the normal use 
temperature.

Gear Oils
The Gulf EP range of high performance,
extreme pressure gear oils are
designed for the lubrication of
heavy-duty industrial enclosed gears,
operating under severe or shock
loading conditions.

Gulf EP products offer outstanding
lubrication performance and protection
against shock loading and wear, and
resistance to high temperature deposit
formation. The combination of high
quality base stocks and carefully

selected additive technology provides
enhanced equipment life, improved
system cleanliness and trouble-free
operations, even when operating
under a wide temperature range.

PRODUCTS
 

Gulf eP Lubricant HD
68, 100, 150, 220, 
320, 460, 680, 1000

Gulf eP Lubricant SY
220, 320

DeSCRIPTIOn
 
High performance extreme
pressure gear oils suitable
for a wide range of heavy
duty industrial gears
working under severe
operating conditions.

Premium quality synthetic
gear oils for heavy duty
industrial gears working
under severe operating
conditions, including
shock loading and
extreme temperatures.

beneFITS

¡ Excellent protection; Enhanced system 
cleanliness

¡ Longer equipment life

¡ Reduced maintenance costs

¡ Trouble-free operations, even in 
presence of moisture

¡ Longer service intervals.

¡ Excellent protection; Enhanced 
equipment life

¡ Exceptional lubrication over a wide 
temperature range

¡ Trouble-free operations at high 
temperatures

¡ Enhanced system cleanliness; Extra 
energy efficiencies

¡ Reduced maintenance costs

¡ Compatible with a wide range of seals 
and paints.

SPeCIFICATIOnS
 
DIN 51517 Part 3 |
ISO 12925-1 Type CKC |
AGMA 9005 E-02 |
David Brown S1.53 101 (E) |
AISE (US Steel) 224 

DIN 51517 Part 3 |
ISO 12925-1 Type CKD |
AGMA 9005 E-02 |
David Brown S1.53 101 (E) | 
AISE (US Steel) 224 |
Flender AG



Gas Engine Oils
Gulfco LA Supreme is premium quality 
engine oil designed for lubrication of 
high performance stationary natural 
gas engines requiring “low ash “oil. 
These engines operate under high 
load conditions and are sensitive to 
valve recession. They also require 
specially designed lubricant that are 

highly resistant to nitration and oxidation 
especially under stoichiometric and lean 
burn operations. 
Gulfco MA series are high performance 
gas engine oils intended for use in 
highly-rated four-cycle spark ignited and 
“dual fuel” natural gas engine requiring 
“medium ash” oil or where “sour gas” 

is in use. They are specially developed 
to meet the requirements of the newer 
lean-burn engines and also to protect 
against wear and acid attack from 
the acidic materials generated during 
combustion.

PRODUCTS
 

Gulfco LA
Supreme 40

Gulfco MA 40

DeSCRIPTIOn
 
Premium Quality
Low Ash Natural Gas
Engine Oil.

High Performance
Medium Ash Natural
Gas Engine Oils.

beneFITS

¡ Specially selected detergents and 
dispersants prevent formation of 
deposits thereby keeping engine 
component clean.

¡ High resistance to oxidation, nitration 
and oil thickening provides extended 
drain potential.

¡ Superior anti-wear additives protect 
highly stressed engine components.

¡ Improved TBN retention and synergistic 
corrosion inhibitors provide corrosion 
protection in extremely aggressive 
conditions.

¡ Low ash formulation specially designed 
to minimize combustion chamber 
deposits, valve.

¡ Low phosphorus content ensures 
longevity of the catalytic converter 
system.

¡ Provides excellent engine cleanness 
and improved performance

¡ Prevent corrosive wear in cylinders, 
valve and bearings resulting in longer 
engine life and lower maintenance 
costs.

¡ High oxidation and nitration resistance

¡ Extended oil drain intervals and reduced 
oil filter costs

¡ Protects against valve seat recession

¡ Protects against wear and minimizes 
ring scuffing of heavily loaded gas 
engines

¡ Minimises combustion chamber ash 
formation and improves spark plug 
performance

¡ Compatible with emission catalyst as 
it is formulated with less than 300 ppm 
phosphorus content

SPeCIFICATIOnS
 
SAE : 40
TBN, mg KOH/g : 5.35
Sulphated Ash, %wt : 0.5
Phosphorus, %wt : 0.028
OEMs : WAUKHESA 7044GSI
CATERPILLAR 3516 TALE
MWM Approval ( Valid for MWM 
Gas Engine)
Recommended for high output 
2-cycle and 4-cycle stationary 
natural gas engines where Low 
Ash is required.
Engines operating under lean burn
conditions and Systems equipped 
with catalytic converters.

SAE : 40, API : CF
TBN, mgKOH/g : 8.6
Sulphated Ash,%wt : 0.9
Phosphorus, ppm : <300
¡ Gas engines operating on fuel 

containing moderate levels of 
hydrogen sulphide (H2S).

¡ Engine operating on fuel 
containing corrosive component 
such as TOHCL ( Total organic 
Halides as Chlorides), landfill or 
biomass gases.

¡ “Dual-fuel” gas engines ignited 
by diesel pilot fuel.

¡ 2 cycle and 4 cycle gas engines 
that require medium ash oils.

¡ Systems with catalytic converter 
used in both field pumping and 
cogeneration units.

¡ Superiors and lean-burn 
Waukesha engine.

Diesel Engine Oil
Gulf Super Duty series are super high 
performance diesel engine oil for use in 
all modern low emission, turbocharged 
& naturally aspirated diesel engines. It 
is blended from selected base stocks 

and advanced additives to provide 
utmost engine protection and extended 
oil drain intervals. The product has 
been specifically developed to meet the 
requirements of engines conforming to 

Euro 3 and Euro 2 emission norms and 
also meets the stringent requirements 
of OEM’s or other major global engine 
manufacturers

PRODUCTS

SUPeR DUTY VLe
15W40

SUPeR DIeSeL PLUS
15W40

SUPeR DUTY
10W, 30, 40, 50

GULFGen SUPReMe
440,430

DeSCRIPTIOn

Gulf Super Duty VLE is 
super high performance 
diesel engine oil for 
use in all modern low 
emission, turbocharged & 
naturally aspirated diesel 
engines.

Gulf Super Diesel Plus 
series are heavy duty 
diesel engine oils for use 
in naturally aspirated 
and turbocharged diesel 
engines operating under 
moderate to severe 
conditions

Gulf Super Duty CF 
series are heavy duty 
diesel engine oils 
developed to meet 
the requirements of a 
variety of diesel engines 
operating under severe 
conditions

Gulfgen Supreme series 
are premium quality 
trunk piston engine 
oils designed for use 
in the modern low oil 
consumption medium 
speed marine diesel 
engines operating on 
residual fuels (Heavy 
Fuel Oil - HFO) in power 
generation and industrial 
applications

beneFITS

¡ Excellent thermo-oxidative stability 
controls deposits & viscosity increase 
facilitating longer drain intervals 

¡ Advanced detergency reduces deposits 
and enhances engine cleanliness  

¡ Better soot handling capability leads to 
control of soot induced oil thickening 
and wear 

¡ Exceptional anti wear properties protect 
critical engine components resulting 
in extended engine life and reduced 
maintenance costs

¡ Improved thermo-oxidative stability 
controls sludge build-up and deposits  

¡ Better detergency reduces deposits 
and keeps engines cleaner  

¡ Good dispersancy helps in controlling 
soot induced oil thickening and wear  

¡ Stay in grade shear stability helps 
reduce oil consumption and wear   

¡ Good corrosion inhibition properties 
provide protection against corrosion 
and wear

¡ Improved detergency helps reduce 
deposits and keeps engines cleaner  

¡ Better thermo-oxidative stability 
protects against sludge build-up, 
deposits & oil degradation and controls 
oil thickening

¡ Effective antiwear properties protects 
engine components against wear to 
offer extended engine life and reduced 
maintenance costs  

¡ Good corrosion inhibition properties 
protects against corrosion and wear

¡ Exceptional detergency reduces build-
up of soot & black sludge, improves 
tolerance for heavy fuel contaminants 
and keeps the engine clean  

¡ Acidic by-products are effectively 
neutralized and the engine is protected 
from corrosive wear by the unique 
formulation providing the reserve 
alkalinity  

¡ Better demulsibility characteristics 
ensure water separation leading to 
trouble free Operation. 

¡ Robust anti-wear technology provides 
protection against piston & linear wear 
and good gear performance leading to 
reduction in maintenance costs. 

¡ Improved thermo-oxidative stability 
retards oil degradation facilitating long 
periods of operation.

SPeCIFICATIOnS

SAE :  15W40
API CI-4, SL ,ACEA E7, ACEA 
A3/B4, Voith Retarder Fluid – 
Class A and B,  Volvo VDS-
3, MB 228.3, MAN M 3275, 
Caterpillar ECF-2/ ECF-1a, 
Deutz DQC III-05, Global DHD-1 
X MTU Oil Category 2, Renault 
VI RLD-2, Mack EO-M Plus, 
Cummins CES 20076, 20077, 
20078,  Has the following 
Approvals API CI-4/SL, MB-
Approval 228.3, MAN M 3275, 
Cummins CES 20076, 20077, 
20078, Volvo VDS-3, Renault VI 
RLD-2, Mack EO-N

SAE : 15W40,  20W50 | API : 
CF-4
¡ Turbocharged and naturally 

aspirated diesel engines of all 
leading engine manufacturers 
requiring API CF-4 quality oils  

¡ On-highway applications 
including light and heavy duty 
applications  

¡ Heavy-duty diesel engines 
used in mining, construction, 
agriculture and other off-
highway applications

SAE 10W,30,40,50 | API :CF
¡ Turbocharged and naturally 

aspirated diesel engines of all 
leading engine manufacturers 
On-highway applications 
including light and heavy duty 
applications

¡ Heavy-duty diesel engines 
used in mining, construction, 
agriculture and other off-
highway applications  

¡ SAE 10W and SAE 30 
grades are suitable for use 
in some specific hydraulic 
and transmission application 
respectively in various heavy 
duty Dumpers, Dozers, 
Excavators, Tippers and 
Cranes used in construction 
and mining industry where 
such type of oils are 
recommended

Gulfgen Supreme has been 
tested by Wärtsilä and is listed 
by them for use in Wartsila HFO 
trunk piston engines
¡ Gulfgen Supreme 440 with 

a BN of 40 are suitable for 
engines operating on residual 
fuels having sulphur content 
in excess of 3.5% 

¡ Gulfgen Supreme 430 with 
a BN of 30 are suitable for 
engines operating on residual 
fuels having sulphur content 
in excess of 2.5% and up to 
3.5 %.



Gas Engine Oils
Gulfco LA Supreme is premium quality 
engine oil designed for lubrication of 
high performance stationary natural 
gas engines requiring “low ash “oil. 
These engines operate under high 
load conditions and are sensitive to 
valve recession. They also require 
specially designed lubricant that are 

highly resistant to nitration and oxidation 
especially under stoichiometric and lean 
burn operations. 
Gulfco MA series are high performance 
gas engine oils intended for use in 
highly-rated four-cycle spark ignited and 
“dual fuel” natural gas engine requiring 
“medium ash” oil or where “sour gas” 

is in use. They are specially developed 
to meet the requirements of the newer 
lean-burn engines and also to protect 
against wear and acid attack from 
the acidic materials generated during 
combustion.

PRODUCTS
 

Gulfco LA
Supreme 40

Gulfco MA 40

DeSCRIPTIOn
 
Premium Quality
Low Ash Natural Gas
Engine Oil.

High Performance
Medium Ash Natural
Gas Engine Oils.

beneFITS

¡ Specially selected detergents and 
dispersants prevent formation of 
deposits thereby keeping engine 
component clean.

¡ High resistance to oxidation, nitration 
and oil thickening provides extended 
drain potential.

¡ Superior anti-wear additives protect 
highly stressed engine components.

¡ Improved TBN retention and synergistic 
corrosion inhibitors provide corrosion 
protection in extremely aggressive 
conditions.

¡ Low ash formulation specially designed 
to minimize combustion chamber 
deposits, valve.

¡ Low phosphorus content ensures 
longevity of the catalytic converter 
system.

¡ Provides excellent engine cleanness 
and improved performance

¡ Prevent corrosive wear in cylinders, 
valve and bearings resulting in longer 
engine life and lower maintenance 
costs.

¡ High oxidation and nitration resistance

¡ Extended oil drain intervals and reduced 
oil filter costs

¡ Protects against valve seat recession

¡ Protects against wear and minimizes 
ring scuffing of heavily loaded gas 
engines

¡ Minimises combustion chamber ash 
formation and improves spark plug 
performance

¡ Compatible with emission catalyst as 
it is formulated with less than 300 ppm 
phosphorus content

SPeCIFICATIOnS
 
SAE : 40
TBN, mg KOH/g : 5.35
Sulphated Ash, %wt : 0.5
Phosphorus, %wt : 0.028
OEMs : WAUKHESA 7044GSI
CATERPILLAR 3516 TALE
MWM Approval ( Valid for MWM 
Gas Engine)
Recommended for high output 
2-cycle and 4-cycle stationary 
natural gas engines where Low 
Ash is required.
Engines operating under lean burn
conditions and Systems equipped 
with catalytic converters.

SAE : 40, API : CF
TBN, mgKOH/g : 8.6
Sulphated Ash,%wt : 0.9
Phosphorus, ppm : <300
¡ Gas engines operating on fuel 

containing moderate levels of 
hydrogen sulphide (H2S).

¡ Engine operating on fuel 
containing corrosive component 
such as TOHCL ( Total organic 
Halides as Chlorides), landfill or 
biomass gases.

¡ “Dual-fuel” gas engines ignited 
by diesel pilot fuel.

¡ 2 cycle and 4 cycle gas engines 
that require medium ash oils.

¡ Systems with catalytic converter 
used in both field pumping and 
cogeneration units.

¡ Superiors and lean-burn 
Waukesha engine.

Diesel Engine Oil
Gulf Super Duty series are super high 
performance diesel engine oil for use in 
all modern low emission, turbocharged 
& naturally aspirated diesel engines. It 
is blended from selected base stocks 

and advanced additives to provide 
utmost engine protection and extended 
oil drain intervals. The product has 
been specifically developed to meet the 
requirements of engines conforming to 

Euro 3 and Euro 2 emission norms and 
also meets the stringent requirements 
of OEM’s or other major global engine 
manufacturers

PRODUCTS

SUPeR DUTY VLe
15W40

SUPeR DIeSeL PLUS
15W40

SUPeR DUTY
10W, 30, 40, 50

GULFGen SUPReMe
440,430

DeSCRIPTIOn

Gulf Super Duty VLE is 
super high performance 
diesel engine oil for 
use in all modern low 
emission, turbocharged & 
naturally aspirated diesel 
engines.

Gulf Super Diesel Plus 
series are heavy duty 
diesel engine oils for use 
in naturally aspirated 
and turbocharged diesel 
engines operating under 
moderate to severe 
conditions

Gulf Super Duty CF 
series are heavy duty 
diesel engine oils 
developed to meet 
the requirements of a 
variety of diesel engines 
operating under severe 
conditions

Gulfgen Supreme series 
are premium quality 
trunk piston engine 
oils designed for use 
in the modern low oil 
consumption medium 
speed marine diesel 
engines operating on 
residual fuels (Heavy 
Fuel Oil - HFO) in power 
generation and industrial 
applications

beneFITS

¡ Excellent thermo-oxidative stability 
controls deposits & viscosity increase 
facilitating longer drain intervals 

¡ Advanced detergency reduces deposits 
and enhances engine cleanliness  

¡ Better soot handling capability leads to 
control of soot induced oil thickening 
and wear 

¡ Exceptional anti wear properties protect 
critical engine components resulting 
in extended engine life and reduced 
maintenance costs

¡ Improved thermo-oxidative stability 
controls sludge build-up and deposits  

¡ Better detergency reduces deposits 
and keeps engines cleaner  

¡ Good dispersancy helps in controlling 
soot induced oil thickening and wear  

¡ Stay in grade shear stability helps 
reduce oil consumption and wear   

¡ Good corrosion inhibition properties 
provide protection against corrosion 
and wear

¡ Improved detergency helps reduce 
deposits and keeps engines cleaner  

¡ Better thermo-oxidative stability 
protects against sludge build-up, 
deposits & oil degradation and controls 
oil thickening

¡ Effective antiwear properties protects 
engine components against wear to 
offer extended engine life and reduced 
maintenance costs  

¡ Good corrosion inhibition properties 
protects against corrosion and wear

¡ Exceptional detergency reduces build-
up of soot & black sludge, improves 
tolerance for heavy fuel contaminants 
and keeps the engine clean  

¡ Acidic by-products are effectively 
neutralized and the engine is protected 
from corrosive wear by the unique 
formulation providing the reserve 
alkalinity  

¡ Better demulsibility characteristics 
ensure water separation leading to 
trouble free Operation. 

¡ Robust anti-wear technology provides 
protection against piston & linear wear 
and good gear performance leading to 
reduction in maintenance costs. 

¡ Improved thermo-oxidative stability 
retards oil degradation facilitating long 
periods of operation.

SPeCIFICATIOnS

SAE :  15W40
API CI-4, SL ,ACEA E7, ACEA 
A3/B4, Voith Retarder Fluid – 
Class A and B,  Volvo VDS-
3, MB 228.3, MAN M 3275, 
Caterpillar ECF-2/ ECF-1a, 
Deutz DQC III-05, Global DHD-1 
X MTU Oil Category 2, Renault 
VI RLD-2, Mack EO-M Plus, 
Cummins CES 20076, 20077, 
20078,  Has the following 
Approvals API CI-4/SL, MB-
Approval 228.3, MAN M 3275, 
Cummins CES 20076, 20077, 
20078, Volvo VDS-3, Renault VI 
RLD-2, Mack EO-N

SAE : 15W40,  20W50 | API : 
CF-4
¡ Turbocharged and naturally 

aspirated diesel engines of all 
leading engine manufacturers 
requiring API CF-4 quality oils  

¡ On-highway applications 
including light and heavy duty 
applications  

¡ Heavy-duty diesel engines 
used in mining, construction, 
agriculture and other off-
highway applications

SAE 10W,30,40,50 | API :CF
¡ Turbocharged and naturally 

aspirated diesel engines of all 
leading engine manufacturers 
On-highway applications 
including light and heavy duty 
applications

¡ Heavy-duty diesel engines 
used in mining, construction, 
agriculture and other off-
highway applications  

¡ SAE 10W and SAE 30 
grades are suitable for use 
in some specific hydraulic 
and transmission application 
respectively in various heavy 
duty Dumpers, Dozers, 
Excavators, Tippers and 
Cranes used in construction 
and mining industry where 
such type of oils are 
recommended

Gulfgen Supreme has been 
tested by Wärtsilä and is listed 
by them for use in Wartsila HFO 
trunk piston engines
¡ Gulfgen Supreme 440 with 

a BN of 40 are suitable for 
engines operating on residual 
fuels having sulphur content 
in excess of 3.5% 

¡ Gulfgen Supreme 430 with 
a BN of 30 are suitable for 
engines operating on residual 
fuels having sulphur content 
in excess of 2.5% and up to 
3.5 %.



Heat Transfer Oils
Gulf Therm series are premium quality 
heat transfer oil intended for use in 
closed indirect heating systems. It is 
formulated from high refined base stocks 
to provide excellent oxidation stability 

and resistance against thermal cracking. 
Gulf Therm Synthetic is a special fluid 
formulated for heat transfer system. 
Possesses high specific heat and 
thermal conductivity to provide more 

rapid heat dissipation and its ability to 
flow rapidly at low temperatures ensures 
quick cisculation at start-up and reduced 
risk of local over-heating.

PRODUCTS

Gulf Therm

Gulf Therm
Synthetic

Gulf Clean

DeSCRIPTIOn

Premium quality heat 
transfer oil. 

Synthetic Alkyl Benzene 
Heat Transfer Fluid.

Heat transfer fluid 
cleaner.

beneFITS

¡ Excellent thermal and oxidation stability 
mimimises deposit formation and 
viscosity increase leading to extended 
service life and reduced downtime.

¡ Exceptional resistance to thermal 
cracking and decomposition enables 
this oil to perform well up to a maximum 
bulk oil temperature of 315O C with 
minimal interference with heat transfer 
capability.

¡ High specific heat and thermal 
conductivity of this oil provides more 
rapid heat dissipation.

¡ Superior low temperature fluidity 
ensures quick circulation at start-up 
and reduced risk of local over-heating.

¡ No corrosive to aluminum, steel, 
copper, brass or bronze.

¡ Non-toxicity of this oil provides easy 
disposal of used oil.

¡ Excellent thermal and oxidation 
stability. Extremely low deposit 
formation property and viscosity 
increase that lead to extended service 
life and reduced downtime.

¡ Exceptional resistance to thermal 
cracking and decomposition enables 
this oil to perform well up to a maximum 
bulk oil temperature of 315O C with 
minimal interference with heat transfer 
capability.

¡ High specific heat and thermal 
conductivity of this oil provides more 
rapid heat dissipation.

¡ Superior low temperature fluidity 
ensures quick circulation at start-up 
and reduced risk of local over-heating.

¡ No corrosive to aluminum, steel, 
copper, brass or bronze.

¡ Non-toxicity of this oil provides easy 
disposal of used oil.

¡ Gulf Clean has high detergency and 
depressiveness level ensuring on 
efficient cleanintig of the heat transfer 
circuit.

¡ Gulf Clean is completely muscible with 
all minerals based heat transfer oils 
and synthetic alkyl benzene- base heat 
transfer oils.

SPeCIFICATIOnS

Viscosity @ 400C, cst: 30 | 
Closed, indirect heating and 
cooling system equipped with 
expansion tanks in all kinds of 
industrial processes operating 
at bulk oil temperature up to 
315O C | Open heating systems 
provided that the bulk oil 
temperature does not exceed 
180O C

Viscosity@40 C, cSt : 20 | 
Limiting Temperature in Mass 
without air contact , C : 300 – 
315 | Limiting Temperature Oil 
Film without air Contact, C : 
360 | Closed, indirect heating 
and cooling system equipped 
with expansion tanks in all 
kinds of industrial processes 
operating at bulk oil temperature 
up to 315O C | Open heating 
systems provided that the bulk 
oil temperature does not exceed 
180O C | Production of Steam 
and hot Water | Heating by heat 
exchange  counter-current heat 
exchanger) | Recommended for 
all types of closed heat transfer 
systems (piping, pumps, etc.) 
| Heating of treatment baths, 
autoclaves, reaction vessels, 
furnaces, dies, tunnel dryers, 
injection moulding machines, 
etc. | Manufacaturing process 
( cement works, paper mills, 
timber industry, etc)
Operating temperature limit from 
-10 to + 350O C

¡ For cleaning heat transfer oil 
system 

¡ Add 5% minimum of Gulf 
Clean in the circuit 24 to 
48  hours before oil change 
while maintaining the fluid 
circulation at the normal use 
temperature.

Gear Oils
The Gulf EP range of high performance,
extreme pressure gear oils are
designed for the lubrication of
heavy-duty industrial enclosed gears,
operating under severe or shock
loading conditions.

Gulf EP products offer outstanding
lubrication performance and protection
against shock loading and wear, and
resistance to high temperature deposit
formation. The combination of high
quality base stocks and carefully

selected additive technology provides
enhanced equipment life, improved
system cleanliness and trouble-free
operations, even when operating
under a wide temperature range.

PRODUCTS
 

Gulf eP Lubricant HD
68, 100, 150, 220, 
320, 460, 680, 1000

Gulf eP Lubricant SY
220, 320

DeSCRIPTIOn
 
High performance extreme
pressure gear oils suitable
for a wide range of heavy
duty industrial gears
working under severe
operating conditions.

Premium quality synthetic
gear oils for heavy duty
industrial gears working
under severe operating
conditions, including
shock loading and
extreme temperatures.

beneFITS

¡ Excellent protection; Enhanced system 
cleanliness

¡ Longer equipment life

¡ Reduced maintenance costs

¡ Trouble-free operations, even in 
presence of moisture

¡ Longer service intervals.

¡ Excellent protection; Enhanced 
equipment life

¡ Exceptional lubrication over a wide 
temperature range

¡ Trouble-free operations at high 
temperatures

¡ Enhanced system cleanliness; Extra 
energy efficiencies

¡ Reduced maintenance costs

¡ Compatible with a wide range of seals 
and paints.

SPeCIFICATIOnS
 
DIN 51517 Part 3 |
ISO 12925-1 Type CKC |
AGMA 9005 E-02 |
David Brown S1.53 101 (E) |
AISE (US Steel) 224 

DIN 51517 Part 3 |
ISO 12925-1 Type CKD |
AGMA 9005 E-02 |
David Brown S1.53 101 (E) | 
AISE (US Steel) 224 |
Flender AG



Industrial bearing and circulating oils
Gulf Security series are industrial 
bearing and circulating oils primarily 
intended for lubrication of circulating 

systems, total loss systems, low or 
moderately loaded enclosed gears 
and air compressors where a straight 

mineral oil is recommended.

PRODUCTS
 

Gulf Security
150,220,320

Gulf Security PMA
150,220,320

 

Gulf Security nT 
100

DeSCRIPTIOn
 
Gulf Security series are 
industrial bearing and 
circulating oils primarily 
intended for lubrication of 
circulating systems, total loss 
systems, low or moderately 
loaded enclosed gears and 
air compressors where 
a straight mineral oil is 
recommended.

Gulf Security PMA series are 
premium quality ashless oils 
specially developed to meet 
the lubrication requirements 
of both dry and wet ends of 
paper machines. The state-
of-the-art additive technology 
used in this oil resists 
oxidation, rust, corrosion, 
wear, emulsification and 
foam while providing 
excellent filterability and 
water separation.

Gulf Security NT 100 is 
a premium quality heavy 
duty circulating oil specially 
designed to meet the specific 
requirements of the Morgan 
Construction Company’s 
high speed No-Twist® Rod 
Mills. It is formulated from 
high quality base stocks and 
special additives to provide 
enhanced film strength & 
anti-wear performance and 
excellent protection against 
oxidative and thermal 
degradation. It has very 
good wettability and provides 
protection against rust and 
corrosion. It also possesses 
superior demulsibility 
characteristics

beneFITS

¡ Inherent resistance to oxidation 
minimises sludge & varnish formation 
and resists oil degradation

¡ High Viscosity Index ensures small 
changes of viscosity with change of 
temperature 

¡ Superior foam control avoids pump 
cavitation and maintains circulation 
efficiency 

¡ Good water separating capability 
promotes separation of water in 
reservoir and prevents it from 
recirculating with the oil

¡ Exceptional thermal and oxidative 
stability resists deposits and sludge 
formation and keeps systems clean  

¡ Excellent water separation 
characteristics 

¡ Excellent load-carrying capacity and 
wear resistance   

¡ Special rust and corrosion inhibitors 
protect multi-metallurgy components 
even in wet conditions 

¡ Excellent filterability enables use with 
fine filters 

¡ Provides resistance to degradation by 
process chemicals 

¡ Superior foam control and air release 
properties provide trouble-free 
performance 

¡ State-of-the-art ashless additive 
technology reduces environmental 
impact in case of accidental spillage

  

¡ Exceptional thermal and oxidative 
stability resists deposits and sludge 
formation to keep systems clean and 
also helps extend oil life.

¡ Superior anti- wear performance helps 
in protecting gears, bearings and other 
components. 

¡ Excellent demulsibility characteristics 
ensure rapid water separation. 

¡ Special rust and corrosion inhibitors 
protect multi-metallurgy components 
even under wet conditions. 

¡ Superior foam control and air release 
properties provide trouble-free 
performance. • Good filterability enables 
use with fine filters.

SPeCIFICATIOnS
 

Voith specification VN 108, 
October 2004 | SKF specification 
for dryer section of paper 
machines | Metso paper 
specification RAU4L00659.04, 
November 2001 | FAG FE8 | DIN 
51517 Part 3, January 2004

Morgan Construction Company’s 
“No-Twist® Rod Mill Lubricants 
Specification

Compressor Oils
The Gulf Fidelity range of advanced
ashless air compressor oils are
developed for use in rotary,
reciprocating and centrifugal
compressors and specially designed

to meet the stringent requirements of
major compressor manufacturers.
Gulf Fidelity products, with their
advanced additive technology, provide
excellent anti-wear protection and

lubrication of equipment working in
extreme temperatures and severe
operating conditions, leading to longer
oil and component life and reduced
maintenance costs.

PRODUCTS
 

Gulf Fidelity
32, 46, 68, 100, 150

Gulf Fidelity PA
46, 68, 100

DeSCRIPTIOn
 
High performance ashless 
air compressor oils suitable 
forboth reciprocating and 
rotary air compressors.

Advanced synthetic ashless
air compressor oils for rotary 
compressors of screw or
vane design, reciprocating
and centrifugal compressors 
working in extreme 
temperatures and severe 
operating conditions.

beneFITS

¡ Controls formation of sludge and varnish 
on valves and piston crowns

¡ Longer oil life; Enhances equipment 
reliability and efficiency

¡ Improved valve performance; 
Exceptional protection

¡ Reduced potential for fires and 
explosions; Longer equipment life

¡ Maintains efficiency; Improves life of 
coalescers

¡ Reduced maintenance costs.

¡ Longer oil and equipment life

¡ Reduced maintenance costs

¡ Excellent fluidity in wide operating 
temperature range

¡ Minimises oil filter blockages in wet 
conditions

¡ Low oil consumption and reduced top-
up rates; Excellent protection

¡ Compatible with mineral oils, seals and 
paints.

SPeCIFICATIOnS
 
DIN 51506 VDL

DIN 51506 VDL | ISO 6743-3 |

ISO-L-DAB | ISO-L-DAJ



Also available: Various specialist lubricants, metalworking products, surface treatment and machine tool lubricants.

Refrigeration Oils
The Gulf Eskimo series of high
performance naphthenic and
alkyl-benzene based refrigeration
compressor oils are specially designed
for use in a wide range of fluorocarbon
and non-hydroflurocarbon industrial

refrigeration systems, and meet
the stringent requirements of major
refrigeration compressor manufacturers.
Gulf Eskimo products offer excellent
protection and control deposit formation,
improving heat transfer, oil life,

equipment reliability and efficiency;
ensuring the smooth operation of your
equipment even at very high and low
operating temperatures.

PRODUCTS
 

Gulf eskimo
32, 46, 68

Gulf eskimo Ab
68

DeSCRIPTIOn
 
High performance
naphthenic refrigeration
compressor oils for large
industrial reciprocating
and rotary refrigeration
compressors.

Premium quality synthetic
alky-benzene based
refrigeration compressor
oils suitable for use in a
wide range of fluorocarbon
refrigerants operating
under very high or
low temperatures.

beneFITS

¡ Improved heat transfer; Longer oil life

¡ Enhances equipment reliability and 
efficiency

¡ Smoother operation at low operating 
temperatures

¡ Improved valve performance; Reduced 
maintenance costs

¡ Good protection resulting in longer 
equipment life

¡ Reduced potential for fires and 
explosions

¡ Compatible with materials used in the 
entire refrigeration system.

¡ Longer oil and equipment life

¡ Excellent performance under very high 
or low temperatures

¡ Helps prevent wax precipitation, blocked 
valves and heat transfer surfaces.

SPeCIFICATIOnS
 
DIN 51503 KAA, KC, KE |
ISO 6743-3:2003 L-DRA,
L-DRE, L-DRG

DIN 51503-1 KAA, KC | ISO 6743-
3B | ISO-L-DRB

Turbine Oils
The Gulf Crest series of premium quality
turbines oils are specially designed 
to satisfy the demanding lubrication 
requirements of geared and non-geared 
steam turbines, water, gas turbines and 

combined cycle gas turbines (CCGT).
Gulf Crest products provide outstanding
performance and equipment protection,
resulting in longer oil and component
life. These high quality oils also offer

you reliable operation, reduced downtime
and extended service life, even
when operating at high temperatures,
leading to reduced maintenance costs
and trouble-free operations.

PRODUCTS
 

Gulf Crest
32, 46, 68

Gulf Crest eP
32, 46, 68

DeSCRIPTIOn
 
Premium quality turbine oils
for the demanding lubrication
requirements of steam, water
and non-geared gas turbines.

Supreme performance
turbine oils for use in geared
and non-geared steam
turbines, gas turbines
and combined cycle
gas turbines (CCGT).

beneFITS

¡ Longer oil life; Easier removal of excess 
water

¡ Longer protection of critical system 
components

¡ Reduced pump cavitation leading to 
trouble-free operations.

¡ Longer oil life

¡ Excellent protection for geared turbines

¡ Easier removal of excess water

¡ Longer protection of critical system 
components

¡ Reduced pump cavitation leading to 
trouble-free operations.

SPeCIFICATIOnS
 
ASTM D 4304, Type I (non-EP) |
BS 489 | DIN 51515 Part 1 (TD) |
ISO 8086 TSA, TGA | GEK
32568E/F, 28143A, 46506e |
Siemens TLV 901304, TLV
901305, non-geared

ASTM D 4304, Type I (non-EP)
and Type II (EP) | BS 489 | DIN
51515 Part 1 (TD) and Part 2 (TG) 
| ISO 8086 TSE, TGE, TSA, TGA |
Alstom HTGD 90117 V 0001T |
GEK 32568E/F, 46506e,
28143A, 107395a, 101941A |
Siemens TLV 901304, TLV
901305, with/without gearbox

Hydraulic Oils
The Gulf Harmony series of high
performance, anti-wear hydraulic oils
have been developed for high pressure
hydraulic systems, operating under
moderate to severe conditions across
a wide range of industrial applications.

Gulf Harmony products protect,
lubricate and perform in the most
efficient and effective way to ensure
the smooth operation and long service
life of your hydraulic systems. Whether
you require zinc-free or high

viscosity index options, we have a
solution to meet your operational
needs, especially where the equipment
is operated in widely different
temperatures or subjected to high
pressures and loads.

PRODUCTS
 

Gulf Harmony AW 
Plus 32, 46,
68, 100

Gulf Harmony ZF
32, 46, 68

Gulf Harmony HVI
32, 46, 68

DeSCRIPTIOn
 
Premium quality anti-wear
hydraulic oils for the most
demanding modern hydraulic
systems in industrial
and mobile applications,
subjected to high pressures
and loads.

High performance ashless,
zinc-free, anti-wear hydraulic
oils suitable for industrial
and mobile applications
operating under moderate to
severe conditions.

Premium range of high
viscosity index hydraulic oils
for a wide range of ambient
and operating temperatures
and severe applications.

beneFITS

¡ Longer pump and component life; 
Reduced maintenance costs

¡ Improved pump and valve performance

¡ Allows extension of oil and filter change 
intervals

¡ Excellent protection, even in the 
presence of moisture

¡ Reduced pump cavitation leading to 
trouble-free operations

¡ Compatible with multi-metals and 
sealing materials.

¡ Longer oil life; Longer pump and 
component life

¡ Reduced maintenance costs

¡ Excellent protection, even in the 
presence of moisture

¡ Reduces environmental impact in case 
of spillage

¡ Reduced pump cavitation leading to 
trouble-free operations

¡ Compatible with multi-metals and 
sealing materials.

¡ Excellent protection at cold start-up and 
high temperatures

¡ Longer oil life; Longer component life 

¡ Reduced maintenance costs

¡ Excellent protection, even in the 
presence of moisture

¡ Reduced pump cavitation leading to 
trouble-free operations

¡ Compatible with multi-metals and 
sealing materials.

SPeCIFICATIOnS
 
DIN 51524/2 HLP |
AFNOR NFE 48-603 HM |
Parker Denison HF-0, HF-1,
HF-2 | Eaton (Vickers)
M-2950-S | M-2952-S | I-286-S |
Bosch Rexroth 07 075 for vane,
piston and gear pumps | Sauer
Danfoss 520L0463 | MAG IAS |
LLC (Cincinnati Machine)

DIN 51524/2 HLP |
AFNOR NFE 48-603 HM |
ISO 11158 HM | Parker
Denison HF-0, HF-1, HF-2 |
Fives Cincinnati | Eaton
(Vickers) M-2950-S | I-286-S

DIN 51524/3 HLVP |
AFNOR NFE 48-603 HV |
ISO 11158 HV | Denison
HF-0, HF-1, HF-2,
Eaton (Vickers) | M-2950-S |
M-2952-S | I-286-S, Bosch 
Rexroth piston and gear pump | 
Save



A Partner
you can rely on

With Gulf you get the benefit of
more than 100 years global experience
and technical innovation.

With operations in over 100 countries, Gulf remains
committed to customer service with a variety of
lubrication solutions tested and proven to give the best
performance in a wide range of industrial applications.

Our values are at the heart of everything we do, and
it’s our passion and commitment to our customers
that really sets us apart – offering the personal attention
that is sometimes lacking in other large organisations.

We understand the operational demands of your industrial
business and, whatever your needs, we can respond quickly
with solutions to make your business more efficient and
profitable. Our priority is to work with you to achieve the best
possible performance from your machinery and equipment
and ensure it is well protected and works efficiently – across
a range of industrial manufacturing operations.

Gulf’s expertise has evolved by recognising new
technology needs from leading equipment and component
manufacturers, environmental legislation demands and
years of working with industrial customers to understand
the needs of their business.

Combining this knowledge, we aim to help the continued
success and profitability of your business: whether you
are looking for increased performance, enhanced wear
protection, improved reliability, prolonged equipment life
or better overall cost effectiveness, we can offer a solution.

We recognise the complexity of all your industrial needs
and are committed to resolving your key business
requirements by offering products for diverse industrial
applications. We aim to help you protect your machinery,
minimise unscheduled downtime and optimise your
productivity and profitability.

In all our activities, we work to rigorous health and safety
and environmental standards. We like to earn respect not
just for the quality of our industrial products, but also for
the responsible way we do business, in every country and
for every type of operation.

Greases
The Gulf Crown range of high quality,
multi-purpose lithium and lithium
complex extreme pressure greases
can be used in various industrial

applications, even within a very high
temperature range. Gulf Crown
products offer excellent protection
and load carrying capacity, making

them suitable for various types
of bearing applications,
including heavy load conditions
and wet environments.

PRODUCTS

Gulf Crown eP
0, 1, 2, 3

Gulf Crown LC

2, 3

Gulf Crown HT
2

Gulf Crown CS
2

Gulflex eP 
2

DeSCRIPTIOn

A high quality multi-purpose
EP lithium thickened
lubricating grease for use
in a wide range of industrial
applications and equipment.

A high quality multi-purpose
lithium complex thickened 
lubricating EP grease for use 
in various industrial
applications within a very
wide temperature range and 
under heavy load conditions.

Gulf High Temperature 
Grease are non-melting, 
clay thickened grease 
specifically for extremely 
high temperature working 
condition. 
Recommended for general 
industrial applications 
requiring a grease that 
doesn’t melt where 
continuous high temperature 
or intermittent very high 
temperature are experienced

Gulf Crown CS is 
multipurpose calcium 
sulfonate complex soap 
base grease for use in 
a wide range of marine, 
industrial and automotive. 
Recommended for heavy 
duty equipment used in 
marine, off-shore, cement, 
mining/quarrying, agriculture 
& forestry/logging, off 
highway and other industrial 
as well as automotive 
applications under severe 
conditions.
General lubrication of axle, 
ball joints, universal joints, 
coupling, PTO, king pins, 
bushings and disc brake, 
wire ropes and open gears.

Gulflex EP is a premium 
extreme pressure lithium 
complex soap grease made 
of high viscosity base oil and 
fortified with Molybdenum 
Disulfide.
It is recommended for al 
industrial applications when 
equipment manufacture 
recommend a heavy duty, 
moly grease of NLGI2.

beneFITS

¡ Multi-purpose extreme pressure 
grease;Good protection

¡ Suitable for heavily loaded bearings and 
wet environments

¡ Suitable for wide range of plain and 
rolling bearings.

¡ Excellent for use within a wide 
temperature range

¡ Enhanced performance in vibrating 
housings

¡ Prolongs re-lubrication intervals; Good 
protection

¡ For various bearing applications, 
including heavy load conditions.

¡ It maintains an effective lubrication at 
high temperature due to it’s non melting 
thickener.

¡ To prevent grease loss and minimize 
chances of bearing failure at high 
temperature.

¡ Can be used at temperature u to 175O C 
for normal service and up to 260O C with 
very frequent relubrication.

¡ Outstanding protection against corrosion

¡ Excellent resistance to water washout

¡ Superior adhesion to surface

¡ Excellent load bearing characteristics

¡ Long term storage stability resulting in 
extended re-greasing intervals.

¡ Very high drop point min 310O C

¡ To provide a very long service life and 
requiring prolong re-lubrication intervals.

¡ Being made of high viscosity base oil 
is suitable for used in heavily loaded 
rolling bearings.

¡ It’s provides efficient lubrication in shock 
and sliding applications.

¡ it may be safety used in operating of 
150O  to 160O C

SPeCIFICATIOnS

NLGI 0, 1, 2, 3 ASTM D4950 GB-
LB | ISO-L-XCCFB2 |

NLGI 2, 3 DIN 51502: K2R-10 |
ISO 6743-9 | ISO-L-XAFEA2 |
DIN 51502 K3RO | ISO 6743-9 
L-XAFE | ASTM D4950 GC-I

NLGI 2
IS 12790: 1989 Grade ASTM
D4950 GC-LB ISO 6743-9 L-XB G 
DIN 51502 KPF25

NLGI 2
ASTM D4950 GC-LB ISO 6743-9 
L-XB F DIN 51502 KP2R-2

NLGI 2 
DIN 51502: MPF2K-25 |
ISO 6743-9 L-XBC ASTM D4950 
GC-LB



Services
you can trust

Gulf can offer you more than just leading lubricant technology.
Additional services can support you in running your
manufacturing operations. We can provide technical training
for your maintenance team, lubricant surveys and schedules,
and advise on environmental aspects of lubricant usage.
In the event of a performance issue, Gulf can provide analysis
of used oil samples to try and identify the cause.

If you have any questions about lubrication, please speak
with your Gulf contact.

At Gulf, we have dedicated ourselves to working with each
of our customers to understand their needs, solve their
operational issues and build a long-term relationship based
on trust and performance.

Whatever the nature and extent of your industrial business,
you can depend on us to create and recommend the right
solutions at the right time.
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Reliability to meet
all your industrial needs


